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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 



IN THE DRAWINGS : 

Proposed drawing corrections are provided for Figures 2 and 3 above, with changes noted 
in red. Moreover, new formal drawings are submitted herewith. Please replace the enclosed 
formal drawings with the drawings originally submitted with the application. 
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

patent application of 
Dewey et al. 
Serial No. 10/064,300 
Filed: July 1,2002 
Group Art Unit: 2825 
Atty. Docket No.: BUR920010148US1 
Examiner: Paul Dinh 

For : BALANCED ACCURACY FOR EXTRACTION 

Assistant Commissioner of Patents 
PO BOX 1450 
Alexandria, VA 223 13-1450 



SUBMISSION OF FORMAL DRAWINGS 



Sir: 



Submitted herewith are four (4) sheets of formal drawings comprising Figs. 1-4 for the 
above-referenced patent application. Acknowledgment of receipt is respectfully requested. Please 
substitute these formal drawings for the drawings which were filed with the application. 

Respectfully Submitted, 



Mohammad S. Rahman 
Reg. No. 43,029 



Date: \z)w\*00J 
McGinn & Gibb, PLLC 
2568-A Riva Road 
Suite 304 

Annapolis, MD 21401 
410-573-1545 
Customer No. 28211 
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Figure 1 



Calculating the minimum output 
impedance for a network- 
connected component 
comprising a plurality of ports. 
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Estimating the minimum output 
impedance for every net. 
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Comparing the labeled 
impedance with the estimated 
impedance. 
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Selecting the net which needs to 
be extracted based on a ratio of 
values of the labeled impedance 
and the estimated impedance. 
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Figure 3 
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Figure 4 
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